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9.4.9 Emergency Power Generating Building Ventilation System

The emergency power generating building ventilation system (EPGBVS) maintains 
acceptable ambient conditions and air renewals of the diesel hall, electrical room, and 
main tank room of each of the four divisions of the Emergency Power Generating 
Buildings (EPGB).  Each division has its own independent heating, ventilation and air 
conditioning (HVAC) system which is not connected to other divisions.  Two divisions 
are located in each of the two EPGBs.

9.4.9.1 Design Bases

The EPGBVS is safety related and designed to meet Seismic Category I requirements.  
The EPGBVS performs the following safety-related system function and complies with 
the general design criteria (GDC) indicated below:

● The EPGBVS maintains acceptable temperatures and air renewals in each of the 
four divisions to support the operation of the emergency diesel generators (EDG) 
and electrical control panels.  The EDGs are required to provide onsite emergency 
power for the safety-related equipment to achieve and maintain the plant in a safe 
shutdown condition following a design basis accident, including loss of offsite 
power (LOOP).

● In accordance with GDC 2, the EPGBVS components are located inside the 
EPGBs, which are designed to withstand the effects of natural phenomena, such as 
earthquakes, tornados, hurricanes, floods and external missiles.

● In accordance with GDC 4, the EPGBVS components remain functional and 
continue to perform their intended safety function after anticipated operational 
occurrences and design basis accidents, such as fire, internal missiles, or pipe 
breaks.

● In accordance with GDC 5, the safety-related components and systems of the 
EPGBVS are not shared with other nuclear power units.

The quality group classification meets the guidance of RG 1.26.  The seismic design of 
the system components adheres to the guidance of RG 1.29.
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Though the EDGs are in standby mode during normal plant operation, the EPGBVS is 
available in any plant operating condition.  With outside air ambient design 
temperature conditions of -40°F to 115°F, the EPGBVS is designed to meet the 
following functional criteria:

− Maintains the diesel hall temperature between 59°F and 140°F.

− Maintains the electrical room temperature between 59°F and 95°F with 35 to 
70 percent relative humidity.

− Maintains the main tank room temperature between 59°F and 140°F.
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9.4.9.2 System Description

9.4.9.2.1 General Description

The EPGBVS ventilates the diesel generators using outside air as the cooling medium.  
Air is supplied into the building to slightly pressurize the building, and is then vented 
from the building through exhaust air louver openings.

The EPGBVS includes ventilation of diesel divisions 1 through 4.  Divisions 1 and 2 are 
located inside the EPGB located on one side of the Reactor Building (RB), and 
divisions 3 and 4 are located inside the EPGB located on the opposite side of the RB.  
Each division has a separate and independent HVAC system.  The HVAC systems for 
each of the four divisions are identical.

The air intake and exhaust stack of the EPGBVS are located such that exhaust gases 
being drawn into the air inlet stream are limited to an insignificant level.  The exhaust 
stack is located approximately 70 feet from the air intake, and the exhaust air flow is 
directed away from the air intake flow.

One of the divisions of the EPGBVS is illustrated in Figure 9.4.9-1—Emergency Power 
Generating Building Ventilation System.  The other three divisions are identical.

The EPGBVS consists of following subsystems for each division:

● Ventilation of diesel hall.

● Ventilation of electric room.

● Ventilation of main tank room.

Ventilation of Diesel Hall

The outside air is drawn into the HVAC supply room through an air intake screen or 
grill which prevents large objects from entering the air intake.  The fresh air intake is 
located approximately fifty feet above grade elevation and is protected against tornado 
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missiles.  The screen or grill is heated during the winter to prevent ice buildup.

The air from the HVAC supply room is supplied through two separate air trains which 
include back draft damper, prefilter, and supply fan.  The supply air is then delivered 
through ductwork to the diesel hall and inlet duct to the electric room air conditioning 
unit.  The main tank room supply air is supplied from the diesel hall.

During winter conditions, when the EDGs are not in operation, the air in the diesel 
hall is recirculated through four electrical air fan heaters.  These fans are controlled by 
local thermostats to maintain the required minimum temperature.
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The exhaust air from the diesel hall is directed to the HVAC exhaust room through 
two separate ducts which include an exhaust fan and a back draft damper.  The exhaust 
air is then directed to the building exhaust through an outlet screen or grill.

Ventilation of Electric Room

The inlet air supply for the electric room is drawn from a common air supply duct of 
the diesel hall through a fire damper and an electric louver damper.  The supply air is 
then directed through an air conditioning unit which consists of a manual louver 
damper, prefilter, high efficiency particulate air (HEPA) filter, cooling coil, moisture 
separator, electric heater, supply fan, and a humidifier.  The cooling coil is cooled by a 
packaged chiller unit.  The conditioned air is supplied to the electric room through a 
back draft damper and a fire damper.  The electric heater increases the supply air 
temperature during winter conditions.

The exhaust air from the electric room is recirculated back to the air conditioning unit 
through a fire damper and a back draft damper.  The outside air supply and 
recirculated air from the electric room are controlled to maintain ambient conditions 
inside the electric room.

Ventilation of Main Tank Room

The air supply to the main tank room is drawn from the diesel hall through a back 
draft damper and a fire damper.  The exhaust air from the main tank room is directed 
through louver damper, exhaust fan, back draft damper, and a fire damper.  The 
exhaust air is then directed to the building exhaust through an outlet screen or grill.  
The exhaust fan is designed to maintain the required ventilation rate of the main tank 
room.  During winter, local heaters maintain the required minimum temperature 
inside the main tank room.  These heaters are controlled by local thermostats.

9.4.9.2.2 Component Description

The major components of the EPGBVS are listed in the following paragraphs, along 
with the applicable codes and standards.  Refer to Section 3.2 for the seismic and 
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system quality group classification of these components.

Ductwork and Accessories

The supply and exhaust air ducts are constructed of galvanized sheet steel and 
structurally designed for fan shutoff pressures.  The ductwork meets the design, testing 
and construction requirements of ASME AG-1-2003 (Reference 1).
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Electric Air Heating Convectors (Area Heaters)

The electric area heaters are installed in the main tank room to maintain room 
ambient conditions and controlled by local room temperature sensors.  Electrical 
heating coils are fin tubular type and meet the requirements of Reference 1.

In-line Electric Air Heaters

In-line electric air heaters are installed in the air conditioning ductwork for the 
electric room and used to heat the supply air to the acceptable temperature.  The 
heaters will meet the requirements of Reference 1.

Fan Heaters

Fan heaters are used in the diesel hall to maintain acceptable temperature in the area.  
The fan heaters include a fan and electric heater.  These fan heaters are controlled by a 
thermostat.

Prefilters

The prefilters are located upstream of HEPA filters and collect large particles to 
increase the useful life of high efficiency filters.  The prefilters meet the requirements 
of ANSI/ASHRAE Standard 52.2-1999 (Reference 2).

HEPA Filters

HEPA filters are constructed, qualified and tested in accordance with Reference 1.  
The periodic inplace testing of HEPA filters to determine the leak-tightness is 
performed in accordance with ASME N510-1989 (Reference 3).

Fans

The supply and exhaust fans are centrifugal or axial type with electrical motor drivers.  
Fan performance is rated in accordance with ANSI/AMCA 210-99 (Reference 4), 
ANSI/AMCA-211-1987 (Reference 5), and ANSI/AMCA 300-1985 (Reference 6).
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Isolation Dampers

Manual dampers are adjusted during initial plant testing to establish accurate flow 
balance between the rooms.  The motor-operated dampers will fail to “close” or “open” 
position in the case of power loss, depending on the safety function of the dampers.  
The performance and testing requirements of the dampers are in accordance with 
Reference 1.
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Fire Dampers

Fire dampers are installed where ductwork penetrates a fire barrier.  Fire damper 
design meets the requirements of UL 555 (Reference 7) and the damper fire rating is 
commensurate with the fire rating of the barrier penetrated.  The fire dampers are 
included in the discussion of the EPGB fire protection system (refer to 
Appendix 9A.3.6).

Cooling Coils

Cooling coils are installed in the supply train for cooling of the electrical room. The 
cooling coils are of finned tube coil type and designed in accordance with Reference 1.  
The coil is cooled using a refrigerant from a packaged chiller unit.

Humidifiers

A humidifier is installed in the air conditioning train to maintain humidity conditions 
as required in the electric room.  Humidity levels are controlled by the humidity 
sensors in the room.

Moisture Separator

The moisture separator is installed in the air conditioning train to collect condensate, 
which is directed to the drain system.

9.4.9.2.3 System Operation

Normal Plant Operation

The EPGBVS maintains acceptable ambient conditions in the diesel hall, electric room, 
and main tank room of each of the four EPGB divisions.  During normal plant 
operation, the EDGs do not operate.  However, outside air is supplied to the diesel hall 
to maintain an acceptable ambient temperature for the startup of the EDGs and 
personnel comfort.  In winter conditions, four fan heaters are available to maintain the 
required minimum temperature in the diesel hall.  When the EDGs are in operation, 
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the exhaust air removes the heat generated in the diesel hall.  The operation of air 
supply fans and the opening of dampers depend on the diesel hall temperature 
detected by the sensors.  The diesel hall temperature is kept in the appropriate band by 
controlling the position of dampers and operating the air supply fans.

Air renewals for the electrical room, diesel hall, and main tank room are maintained as 
needed to obtain the required ambient temperatures.  The electrical room is supplied 
with outside air from the diesel hall air supply duct and mixed with recycled air from 
the electrical room.  The mixed air is then processed through the air conditioning train 
and supplied to the electrical room.  The mixed air supply temperature and humidity is 
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adjusted by an electrical heater, cooling coils, and humidifier located in the air 
conditioning train for the electric room.

The main tank room is ventilated by air supplied from the diesel hall.  The main tank 
room air is discharged through the exhaust duct to an exhaust fan and then out of the 
building.  The main tank room is heated by a local electric heater, which is activated 
by a thermostat to maintain a minimum required room temperature.

Fire dampers are located on the ventilation system to avoid fire propagation in the 
building.  The rooms are completely isolated in case of a fire in the room.  Fire is 
detected by a fire alarm system which automatically closes the corresponding fire 
damper.

Abnormal System Operating Conditions

Failure of Diesel Hall Air Supply

If one or more components of the diesel hall supply air fail, the EPGBVS is not able to 
maintain the required ambient conditions.  At lower outside temperature, the system 
uses only one supply fan to provide sufficient ventilation for the proper operation of 
the EDGs.  Since there are four redundant EPGB divisions, the failure of the diesel hall 
air supply in one division does not affect the other three divisions.

Failure of Diesel Hall Fan Heater

The diesel hall has four fan heaters.  In the case of failure of one heater fan, the other 
three fans are able to maintain the required temperature in the diesel hall.

Failure of Electric Room Air Supply

In the case of failure of a component on the air conditioning train for the electric 
room, the required ambient conditions are not maintained in the electric room.  
However, other unaffected divisions are available to provide necessary power during 
this event.
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Failure of Exhaust Components

In the case of failure of any of the EPGBVS exhaust components, proper ambient 
conditions are not maintained.  However, other unaffected divisions are available to 
provide necessary power during this event.

Loss of Offsite Power

In the event of LOOP, the emergency power to EPGBVS components is supplied by 
the corresponding supported diesel generator.  Therefore the ventilation system is not 
affected by the LOOP.  The EPGBVS actuators are supplied with emergency power.  
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Fire dampers are supplied with an uninterruptible AC power supply.  During 
operation of the diesel generators with a maximum outside air ambient design 
temperature of 115°F, the room temperature may rise to a maximum of 140°F.

Station Blackout

In the event of a station blackout (SBO), diesel generator power is not available.  The 
EPGBVS is not functional during the SBO event.  Since the diesel generators are not 
operating, the temperature within the building will increase only slightly because no 
significant heat loads are present.  The temperature within the EPGBs will remain at 
an acceptable level to support the operability of the diesels.

9.4.9.3 Safety Evaluation

The EPGBVS is designed to maintain ambient conditions inside the EPGB to allow safe 
operation of the diesel generators.  The maximum temperature of 140°F in the diesel 
hall and tank room is the design temperature based on an outside ambient temperature 
of 115°F and heat loads due to operating EDGs and other electrical loads.  The 
equipment inside the diesel hall and tank room is designed to a temperature of 140°F.  
The ambient conditions inside the EPGB are normally maintained acceptable for 
personnel access.

The EPGBVS is located inside of the EPGB, which is designed to withstand effects of 
earthquake, tornadoes, hurricanes, floods, external missiles and other natural 
phenomena.  Chapter 3 provides the bases for adequacy of the structural design of the 
EPGBs.

The EPGBVS remains functional after a safe shutdown earthquake (SSE) event.  
Chapter 3 provides the design loading conditions, and Section 7.4 addresses the 
systems required for safe shutdown.

Redundancy is provided for the EPGBVS components and no single failure 
compromises the safety function of the system.  Vital power is supplied from onsite or 
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offsite power systems.

9.4.9.4 Inspection and Testing Requirements

Refer to Section 14.2 (test abstract #084) for initial plant startup test program.  Initial 
inplace acceptance testing of the EPGBVS components is performed in accordance 
with Reference 1 and Reference 3.

9.4.9.5 Instrumentation Requirements

Indication of the operational status of the equipment, position of dampers, instrument 
indications and alarms are provided in the MCR.  Fans, motor-operated dampers, 
heaters and cooling units are operable from the MCR.  Local instruments are provided 
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to measure differential pressure across filters, flow, temperature and pressure.  The fire 
detection and sensors information is delivered to the fire detection system.

9.4.9.6 References

1. ASME AG-1-2003, “Code on Nuclear Air and Gas Treatment,” The American 
Society of Mechanical Engineers, 2003 (including the AG-1a, 2004 Addenda).

2. ANSI/ASHRAE Standard 52.2-1999, “Method of Testing General Ventilation Air-
Cleaning Devices for Removal Efficiency by Particle Size,” ANSI/American Society 
of Heating, Refrigerating and Air Conditioning Engineers, 1999.

3. ASME N510-1989 (R1995), “Testing of Nuclear Air-Treatment Systems,” The 
American Society of Mechanical Engineers, 1989.

4. ANSI/AMCA-210-99, “Laboratory Methods of Testing Fans for Aerodynamic 
Performance Rating,” American National Standards Institute/Air Movement and 
Control Association International, December 1999.

5. ANSI/AMCA-211-1987, “Certified Ratings Program–Air Performance,” American 
National Standards Institute/Air Movement and Control Association International, 
1987.

6. ANSI/AMCA-300-1985, “Reverberant Room Method of Testing Fans for Rating 
Purposes,” American National Standards Institute/Air Movement and Control 
Association International, 1985.
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Tier 2  Revision  1  Page 9.4-101

Next File


	9.4.9 Emergency Power Generating Building Ventilation System
	9.4.9.1 Design Bases
	9.4.9.2 System Description
	9.4.9.2.1 General Description
	9.4.9.2.2 Component Description
	9.4.9.2.3 System Operation

	9.4.9.3 Safety Evaluation
	9.4.9.4 Inspection and Testing Requirements
	9.4.9.5 Instrumentation Requirements
	9.4.9.6 References



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /PageByPage
  /Binding /Left
  /CalGrayProfile (None)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket true
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /UseDeviceIndependentColor
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Preserve
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages false
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth 8
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /FlateEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages false
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth 8
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /FlateEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages false
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 450
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly true
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e55464e1a65876863768467e5770b548c62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc666e901a554652d965874ef6768467e5770b548c52175370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA (Utilizzare queste impostazioni per creare documenti Adobe PDF adatti per visualizzare e stampare documenti aziendali in modo affidabile. I documenti PDF creati possono essere aperti con Acrobat e Adobe Reader 5.0 e versioni successive.)
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020be44c988b2c8c2a40020bb38c11cb97c0020c548c815c801c73cb85c0020bcf4ace00020c778c1c4d558b2940020b3700020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken waarmee zakelijke documenten betrouwbaar kunnen worden weergegeven en afgedrukt. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents suitable for compliance with 10CFR1, Appendix A.  Created PDF documents can be opened with Adobe Reader 5.0 and later.)
  >>
>> setdistillerparams
<<
  /HWResolution [300 300]
  /PageSize [612.000 792.000]
>> setpagedevice


