
42.50

42.20
42.10

42.50
44.00

44.00

43.00

45.70

45.60

45.10

45.15

45.10

44.10

45.60

43.50

45.90

45.43
45.7045.80

45.40

42.10

45.36
44.20

45.00 42.80

44.00

44.00

43.75
42.50

44.50

45.50
45.50

45.00

43.00 44.60

44.60

44.20

44.60 45.40

42.20
45.60 45.60

42.15
42.17

42.10
42.55

43.71

45.60

45.7044.22
45.70

45.00
44.90

45.2545.33 43.71

42.78
42.69

42.89

45.34

45.33

43.48 43.56

45.00

43.20

42.28

0

44.90

40

46

44

42

48
50

40

44 4842

44

40

42

42

44

42

42

42

44

46

48

42

44

42

48

40

48

40

42

48

44

48

40

42

42

44

46

42

42

44

4242

42

48

4242

42

42

48
46

46
40

42

42

42

42

44

44

42

44

42

40

42

40

44

40

42

42

42

44

44

40

42

42

40

40

40
46

48

44

48

42

42

42

40

44

42

44

42

40

46

40

44

46

42

48

44

42

48

42

48

42

40

42

40

44

42

42

42

48

48

42

42

46

42

42

40

44

42

46

44

42

44

42

46

42

48

Pond A

Pond C1

Pond B

LEGEND

0 0.08 0.16

Kilometers
0 0.08 0.16

Miles

LEGEND
Direction of Surface Water Flow
Culvert and Culvert High 
Point Elevation
Ditch High Point Elevation
Pre-Construction Topographic 
Contours

50

45.00

42.00

Notes:
Culvert invert elevations at the inflow point
to the ponds are 42.00 feet unless noted. 
 
All elevations utilize a NAVD88 datum. 

Contours in feet NAVD88
Contour interval = 2 feet

Progress Energy Florida
Levy Nuclear Plant

Units 1 and 2
Part 2, Final Safety Analysis Report

Drainage Map with LNP 1 and LNP 2

Rev 2
FIGURE 2.4.1-205

  \\BOOMER\I\PROJECTS4\PROGRESS_ENERGY_FL\MXD\FSAR_FIGURE2.4.1-205_REV2_ID3057.MXD  VDESHMUK 4/26/2010 13:16:51

LNP SUP 2.4-1


